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“No more wobbly tables!”
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If a StableTable table base with FlexCross™ go to the next 
paragraph.

If a StableTable FlipTop™ - start by attaching the mechanism to the 
table base. 
With each Flip Top base a plastic bag containing; 1 flip mechanism, 
One (1) adaptor ring, 
One (1) locking clamp (only with 64 legs), 1 screw and 1 washer is 
supplied. Assemble these as in the picture. Place the assembled 
mechanism on the base and fix it with the screw. Please note that 
each center pillar has grooves to stop the mechanism and table top 
from turning around. Recommended fixing is with the nudge of the 
adaptor ring placed in the groove positioned between two of the 
cross legs.

To be noted before fixing the table tops to the table bases
• If you have table tops with a pattern - decide how you want them to ”appear” in your seating 
area and if needed consider this when mounting the table top to the base.
• If you have table tops with a logo, decide where you want the table legs to be in relationship 
to the logo.
• Always try to mount the table bases so that the adjustable legs are in the same direction on 
all tables - this makes it easier when placing the tables next to each other.
• When using an electric screw driver, ensure that the torque is set to low to avoid that the 
screw holes are pulled round.
• Always ensure that the adjustable feet are tightened as tight as possible. Under normal 
conditions you will never adjust the feet, they are there to protect your floor.

Attaching the table tops to the bases (also for the FlipTop base after the folding mecha-
nism has been attached.)
1. Place the table top upside down on a clean, even and stable surface.
2. Place the StableTable base upside down in the centre of the table top.
3. It is recommended that you place the cross legs of the base in line with the diagonals of the 
table top.

4. For wood or composite table tops, always use ordinary wood screws when fastening the table 
top. Using the wrong screws may lead to the screws loosening themselves. For compact lamina-
tes, use screws as recommended by the supplier of the table top.
6. Screws are only supplied if agreed and if both the bases and the tops are supplied together.
7. The screws must be of the right length otherwise they might pull through the table top. For 
wood and composite table tops it is recommended that the length of the screws is approx. 
70-75% of the thickness of the table top plus the build of the cross. For compact laminates the 
screws should be the length as recommended by the supplier of the table tops plus the build of 
the of the cross.
The FlexCross™, metal top cross of a standard StableTable base is 2mm thick.
The FlipTop™ folding mechanism build for screws is 12mm.

All StableTable bases come fully asembled except for the flip top base which needs to 

have the folding mechanism attached to the table base before attaching the base to the 

StableTable® assembly instructions

Recommended Not recommended

Folding mechanism 
for CF-070-64-x 
and CF108-64-x

Folding mechanism 
for CF-070-84-x 


